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Wiring Your CT70 Transmitter
(Audio and Data Connections are Dependent on Con�guration )

How to Set Your Transmitter Frequency
(Channelized Versions Only)

How to Set Your Transmitter Con�guration

Con�g# Modulation FEC Guard Data Rate Audio Input
0/1 QPSK 1/3 1/8 9600 Mic/AGC
2 16QAM 1/3 1/8 9600 Mic/AGC
3 QPSK 2/3 1/8 9600 Mic/AGC
4 16QAM 2/3 1/8 9600 Mic/AGC
5 QPSK 1/3 1/16 115200 Line
6 16QAM 1/3 1/16 115200 Line
7 QPSK 2/3 1/16 115200 Line

8/9 16QAM 2/3 1/16 115200 Line
Con�g
Select

C Series Transmitters are equipped with 
8 pre-set COFDM/Data/Audio 
con�gurations.  Each con�guration may 
be modi�ed if the programming option 
is speci�ed when ordering.  Refer to the 
RS-232 Programming ICD for a list of 
con�gurable options and programming 
instructions.
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FREQUENCY MULTIPLIER
10MHz 1MHz 0.25MHz

Your Frequency

54 6 .25

These digits are always
constant for a given band

and are not adjustable

Transmitter
rotary switches for

frequency selection

MHz

Diagram B - For 250 KHz Step Transmitters 
Typically Part 90 S-Band

2

*For 250KHz Steps
0  4  8  C = 0.00 MHz
1  5  9  D = 0.25 MHz
2  6  A  E = 0.50 MHz
3  7  B  F = 0.75 MHz

FREQUENCY MULTIPLIER
10MHz 1MHz 0.1MHz

Your Frequency

73 2 .3
This digit is always

constant for a given band
and is not adjustable
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Diagram C - For 100 KHz Step Transmitters 
Typically UHF 

FREQUENCY MULTIPLIER
100MHz 10MHz 1MHz

Your Frequency

44 1 2
This digit is always

constant for a given band
and is not adjustable
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rotary switches for
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Diagram A - For 1 MHz Step Transmitters 
Typically Lower and Upper L-Band, Full S-Band, and C-Band

Sample Con�guration Table

AQS-CT70-A

NC = No Connection


